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Abstract 
In today’s business environment, the trend towards more product variety and customization is unbroken. Due to this development, the need of 
agile and reconfigurable production systems emerged to cope with various products and product families. To design and optimize production
systems as well as to choose the optimal product matches, product analysis methods are needed. Indeed, most of the known methods aim to 
analyze a product or one product family on the physical level. Different product families, however, may differ largely in terms of the number and 
nature of components. This fact impedes an efficient comparison and choice of appropriate product family combinations for the production
system. A new methodology is proposed to analyze existing products in view of their functional and physical architecture. The aim is to cluster
these products in new assembly oriented product families for the optimization of existing assembly lines and the creation of future reconfigurable 
assembly systems. Based on Datum Flow Chain, the physical structure of the products is analyzed. Functional subassemblies are identified, and 
a functional analysis is performed. Moreover, a hybrid functional and physical architecture graph (HyFPAG) is the output which depicts the 
similarity between product families by providing design support to both, production system planners and product designers. An illustrative
example of a nail-clipper is used to explain the proposed methodology. An industrial case study on two product families of steering columns of 
thyssenkrupp Presta France is then carried out to give a first industrial evaluation of the proposed approach. 
© 2017 The Authors. Published by Elsevier B.V. 
Peer-review under responsibility of the scientific committee of the 28th CIRP Design Conference 2018. 
Keywords: Assembly; Design method; Family identification
1. Introduction 
Due to the fast development in the domain of 
communication and an ongoing trend of digitization and
digitalization, manufacturing enterprises are facing important
challenges in today’s market environments: a continuing
tendency towards reduction of product development times and
shortened product lifecycles. In addition, there is an increasing
demand of customization, being at the same time in a global 
competition with competitors all over the world. This trend, 
which is inducing the development from macro to micro 
markets, results in diminished lot sizes due to augmenting
product varieties (high-volume to low-volume production) [1]. 
To cope with this augmenting variety as well as to be able to
identify possible optimization potentials in the existing
production system, it is important to have a precise knowledge
of the product range and characteristics manufactured and/or 
assembled in this system. In this context, the main challenge in
modelling and analysis is now not only to cope with single 
products, a limited product range or existing product families,
but also to be able to analyze and to compare products to define
new product families. It can be observed that classical existing
product families are regrouped in function of clients or features.
However, assembly oriented product families are hardly to find. 
On the product family level, products differ mainly in two
main characteristics: (i) the number of components and (ii) the
type of components (e.g. mechanical, electrical, electronical). 
Classical methodologies considering mainly single products 
or solitary, already existing product families analyze the
product structure on a physical level (components level) which 
causes difficulties regarding an efficient definition and
comparison of different product families. Addressing this 
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Abstract
Replication-based processes enable the large-scale production of precision and micro components made of many materials. As for polymers,
injection moulding represents the most common technological solution. Micro polymer parts can be, in most cases, either manufactured by
conventional injection moulding (IM) or by micro-injection moulding (µIM). However, fundamental differences exist among the two processes.
The present study aims at comparing IM and µIM in terms of accuracy and precision of moulded parts. The same micro thermoplastic elastomer
(TPE) component was manufactured using the two technologies on two different machines by means of multi-cavity moulds. The produced batches
were assessed using a precision scale and a focus variation microscope. The cavities of the moulds were also measured in order to evaluate the
pure replication capability by eliminating any influence caused by dimensional variations of master geometries. Measurement uncertainty was
evaluated using ISO 15530-3. The data-based comparison revealed that µIM was better suitable for meeting the high precision and accuracy
demands typical of micro productions, allowing also to achieve a better cavity balance.
c
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1. Introduction
Conventional injection moulding is the most used manufac-
turing process for the production of parts made of polymeric
materials. It is a disco tinuous and cyclic replication technol-
ogy that enables the fast and extremely repeatable manufactur-
ing of net-shaped parts. The process can be fully automatized
to achieve the extremely high throughput rates required for set-
ting large-volume productions.
In recent decades, miniaturization of components has become
one of the principal technological drivers in numerous engi-
neering sectors [1]. The rapidly growing demand of micro-
scaled components enabled the development of new manufac-
turing processes aiming at meeting the new accuracy and pre-
cision requirements. In many cases, well established technolo-
gies were adapted to micro-manufacturing by increasing their
performances and decreasing their scale of action. In particu-
lar, conventional injection moulding (IM) was downscaled into
micro-injection moulding (µIM) [2]. Although IM and µIM
share the same overall process cycle, they also have fundamen-
tal differences and new challenges arise when the process has
to be adapted to the micro-scale. In order to accomplish this,
specific micro tooling processes, new measuring techniques
and new design approaches must be adopted [3]. The injec-
tion moulding machine has to be also modified: conventional
ones are designed with a reciprocating screw, while dedicated
µIM ones typically have a screw for plasticising pellets and a
separate plunger (diameter of 5 mm down to 2 mm) for me-
tering and injection [4]. This alternative solution enhances the
accuracy of polymer melt dosing, since injection plungers are
much lighter and thus more precisely controllable than conven-
tional reciprocating screws. Dedicated µIM machines are also
capable of providing higher injection speeds that are usually
required to oppose the premature solidification of micro parts
due to the larger surface-to-volume ratio. Finally, fully electric
drives and new demoulding concepts are both used to improve
process repeatability. These characteristics make µIM the pref-
erential method for the manufacture of polymer micro parts [5],
which are defined as belonging to one of these classes [6]:
• Part whose mass is in the order of milligrams.
• Part with overall dimensions typical of standard plastic
products but featuring micro-structured regions.
• Parts with dimensional tolerances in the micrometre range.
In many cases, such parts can be manufactured by both IM and
µIM. IM is typically used to mould micro parts when small pro-
duction batches are needed and the investment cost related to
2212-8271 c© 2018 The Authors. Published by Elsevier B.V.
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1. Intr duction
Conventional injection moulding is the most used manufac-
turing process for the production of parts made of polymeric
materials. It is a discontinuous and cyclic replication technol-
ogy that enables the fast and extremely repeatable manufactur-
ing of net-shaped parts. The process can be fully automatized
to achieve the extremely high throughput rates required for set-
ting large-volume productions.
In recent decades, miniaturization of components has become
one of the principal technological drivers in numerous engi-
neering sectors [1]. The rapidly growing demand of micro-
scaled components enabled the development of new manufac-
turing processes aiming at meeting the new accuracy and pre-
cision requirements. In many cases, well established technolo-
gies were adapted to micro-manufacturing by increasing their
performances and decreasing their scale of action. In particu-
lar, conventional injection moulding (IM) was downscaled into
micro-injection moulding (µIM) [2]. Although IM and µIM
share the same overall process cycle, they also have fundamen-
tal differences and new challenges arise when the process has
to be adapted to the micro-scale. In order to accomplish this,
specific micro tooling processes, new measuring techniques
and new design approaches must be adopted [3]. The injec-
t on moulding machi e has to be also modifi d: conventional
ones are d signed with a reciprocating screw, while dedicated
µIM ones typically have a screw for plasticising pellets and a
separate plunger (diameter of 5 mm down to 2 mm) for me-
tering and injection [4]. This alternative solution enhances the
accuracy of polymer melt dosing, since injection plungers are
much lighter and thus more precisely controllable than conven-
tional reciprocating screws. Dedicated µIM machines are also
capable of providing higher injection speeds that are usually
required to oppose the premature solidification of micro parts
due to the larger surface-to-volume ratio. Finally, fully electric
drives and new demoulding concepts are both used to improve
process repeatability. These characteristics make µIM the pref-
erential method for the manufacture of polymer micro parts [5],
which are defined as belonging to one of these classes [6]:
• Part whose mass is in the order of milligrams.
• Part with overall dimensions typical of standard plastic
products but featuring micro-structured regions.
• Parts with dimensional tolerances in the micrometre range.
In many cases, such parts can be manufactured by both IM and
µIM. IM is typically used to mould micro parts when small pro-
duction batches are needed and the investment cost related to
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used in this case (see Fig. 3). The feed system was designed
with a pin gate and had a volume of 174 mm3 that accounted
for 66 % of the total injected amount of TPE. By comparing this
value with the one of the previous case, it is clear that µIM al-
lowed to consistently reduce the amount of material waste (see
Fig. 4), representing a valuable improvement with respect to
production cost reduction. This also allowed to set the machine
on a shorter cycle time and thus to increase the throughput (see
Table 1). As for the other process parameters, the only differ-
ence among the two set-ups involved the injection speed. In
fact, a higher value was used with the µIM machine in order to
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Fig. 3. (a) 3D view of the feed system used with the µIM machine. (b) Lateral
view of the feed system. Injection direction is right to left.
Fig. 4. Comparison of feed systems used for IM (left) and µIM (right).
2.4. Measurements and uncertainty evaluation
A precision scale having 0.1 mg resolution (AW220, Shi-
madzu Corp., Kyoto, Japan) was used to carry out a preliminary
investigation on process repeatability based on mass measure-
ment. After discarding the first fifty shots, ten consecutively
injected parts were collected per each one of the four mould
cavities and then weighed for both IM and µIM batches. The 80
moulded micro components were also dimensionally assessed
using a 3D focus variation microscope (Alicona InfiniteFocus,
Alicona Imaging GmbH, Raaba, Austria) with a 5× magnifica-
tion objective (0.41 µm vertical resolution and 1.75 µm lateral
digital resolution). In particular, top and bottom sides of each
part were acquired and then levelled by applying a 1st order
correction. This operation consisted of a planar correction, i.e.
subtracting the planar deviation, identified as the least square
plane fitted to the original point cloud, from the raw acquisi-
tion. After that, the two measurands were extracted by fitting
the points corresponding to the circles of interest (see Fig. 5)
using the software MountainsMap R© (Digital Surf, Besanc¸on,
France). Each acquisition was repeated three times in order to











Fig. 5. (a) 3D acquisition of top side of a micro moulded part. (b) Interpolated
circle and ODt measurement.
Cavities of both IM and µIM moulds were measured with an
optical microscope featuring 2.6 µm lateral resolution (Infinity
X-32, DeltaPix, Smørum, Denmark). ODt was measured on the
mould cavities, while IDb on the pins. By doing this, the mould
geometries were calibrated and a reference for the replication
was obtained. The effect of any difference among the four mas-
ter dimensions was thus eliminated from the process analysis.
An uncertainty evaluation was performed to evaluate the qual-
ity of dimensional measurements carried out on the moulded
parts. ISO 15530-3 [11] was used for calculating the expanded
uncertainty U of ODt and IDb measurements. This uncertainty
evaluation technique is based on the substitution method, which
allows to estimate the error of the measuring instrument by re-
peated measurements on a calibrated artefact that is similar to
the actual measurand. For this specific task, a 1 mm calibrated
circle was used. In total, five uncertainty contributions were
taken into account: ucal, as declared on the calibration certifi-
cate of the artefact; up, uncertainty of the measurement proce-
dure calculated as standard deviation of ten repeated diameter
measurements of the calibrated circle; uw, introduced by ma-
terial and manufacturing variations of the moulded parts; ub,
related to the systematic error of the measurement process; and
ures, calculated considering the microscope digital resolution.







where D is the vector collecting measurement values related to
the three repeated acquisitions for one of the two measurands.
The expanded uncertainty U was obtained by combining the
aforementioned contributions according to the law of propaga-
tion of uncertainty:
U = k ×
√
ucal2 + up2 + uw2 + ub2 + ures2 (2)
where a coverage factor k equal to 2 was selected in order to ap-
ply a 95 % confidence level. Table 2 and 3 show the uncertainty
budgets for IM and µIM parts respectively.
3. Results
The uncertainty budgets provided a first notable result re-
garding the quality of the measurements. For IM parts, U was
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the purchase of a dedicated µIM machine is not justified. When
adopting this solution, large sprues are needed to achieve the
minimum necessary shot weight for a conventional machine.
This can lead to feed systems that account for 90 % of the in-
jected plastic volume [4].
Although the differences between IM and µIM in terms of pro-
cess capabilities are well known, few studies report an actual
comparison based on quantitative dimensional data. Giboz et
al. [7] investigated morphological differences between high-
density polyethylene (HDPE) macro and micro moulded parts.
They observed that the size of crystalline entities, and con-
sequently the product performances, was strongly influenced
by the dimensional scale of the moulded component. Liu
et al. [8] focused on morphology of isotactic polypropylene
(iPP) moulded in macro and micro rectangular parts, discov-
ering that µIM provided a higher degree of cristallinity than
IM. Sortino et al. [9] evaluated different moulding technolo-
gies when replicating optical micro structures in poly(methyl
methacrylate) (PMMA). They showed that the addition of a
compression phase proved essential in enhancing the replica-
tion performance of the moulding process. All the experiments
were performed using the same conventional injection mould-
ing machine.
No studies whose focus is the direct comparison between IM
and µIM in terms of replication precision and accuracy were
found. This paper presents a comprehensive investigation of
the two technologies based on process replication capabilities.
The same micro plastic component was moulded using both an
IM and a µIM machine and the produced parts measured using
a precision scale and a state-of-the-art focus variation micro-
scope.
2. Materials and methods
2.1. Case study
The investigated micro part was a thermoplastic elastomer
(TPE) component used in medical applications. TPE was se-
lected since it provided the desired softness combined with a
level of mouldability that enabled an effective and repeatable
miniaturized replication process [10]. Fig. 1 shows the geom-
etry of the micro part, which is cylindrical and has a through
hole generated by a pin coaxial to the cavity. Two diameters
are indicated: outer top diameter (ODt) and inner bottom di-
ameter (IDb). These diameters are crucial to part functionality
and are the geometrical outputs which this study focused on.
The selected component well represents the class of cylindrical
micro plastic part having a through hole. Moreover, by mea-
suring an outer and an inner diameter, geometries generated by
replication of cavities and pins were both investigated. The dis-
tinction between these two types of features is important: if, on
one hand, the polymer is free to shrink in correspondence with
outer diameters, on the other, the presence of the pin impedes
the material to freely shrink for inner diameters, thus creating
a constrained shrinkage phenomenon and influencing the final
shape of the component. Being the dimensional tolerance spec-
ified as ±50 µm for both ODt and IDb and the nominal part
mass equal to 20 mg, the component is indeed a micro plastic
part according to the aforementioned definitions.
The polymer used for both IM and µIM experiments was a
Table 1. Process parameters used for IM and µIM.
Process parameter IM µIM
Injection speed/(mm/s) 40 160
Holding pressure/bar 350 350
Melt temperature/◦C 220 220
Mould temperature/◦C 40 40
Cycle time/s 17 8
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Fig. 1. Measured geometries of the micro component and their nominal dimen-
sions in mm.
2.2. Conventional injection moulding set-up
Conventional injection moulding experiments were per-
formed using an Arburg Allrounder 270 U machine having a
18 mm diameter reciprocating screw and a maximum clamp-
ing force of 400 kN. A two-plate mould with four cavities was
used as master for replication (see Fig. 2). The volume of the
feed system was equal to 980 mm3, accounting for the 92 % of
the total amount of injected polymer. The usage of pin gates
allowed to achieve automatic detachment of the parts from the
feed system. The optimized process parameters for IM are in-
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Fig. 2. (a) 3D view of the feed system used with the IM machine. (b) Lateral
view of the feed system. Injection direction is left to right.
2.3. Micro-injection moulding set-up
Micro-injection moulding experiments were carried out with
a state-of-the-art Wittmann-Battenfeld MicroPower 15 µIM
machine. Such machine has a 14 mm plasticisation screw and a
5 mm injection plunger. The maximum clamping force is equal
to 150 kN. A different two-plate mould with four cavities was
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used in this case (see Fig. 3). The feed system was designed
with a pin gate and had a volume of 174 mm3 that accounted
for 66 % of the total injected amount of TPE. By comparing this
value with the one of the previous case, it is clear that µIM al-
lowed to consistently reduce the amount of material waste (see
Fig. 4), representing a valuable improvement with respect to
production cost reduction. This also allowed to set the machine
on a shorter cycle time and thus to increase the throughput (see
Table 1). As for the other process parameters, the only differ-
ence among the two set-ups involved the injection speed. In
fact, a higher value was used with the µIM machine in order to
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Fig. 3. (a) 3D view of the feed system used with the µIM machine. (b) Lateral
view of the feed system. Injection direction is right to left.
Fig. 4. Comparison of feed systems used for IM (left) and µIM (right).
2.4. Measurements and uncertainty evaluation
A precision scale having 0.1 mg resolution (AW220, Shi-
madzu Corp., Kyoto, Japan) was used to carry out a preliminary
investigation on process repeatability based on mass measure-
ment. After discarding the first fifty shots, ten consecutively
injected parts were collected per each one of the four mould
cavities and then weighed for both IM and µIM batches. The 80
moulded micro components were also dimensionally assessed
using a 3D focus variation microscope (Alicona InfiniteFocus,
Alicona Imaging GmbH, Raaba, Austria) with a 5× magnifica-
tion objective (0.41 µm vertical resolution and 1.75 µm lateral
digital resolution). In particular, top and bottom sides of each
part were acquired and then levelled by applying a 1st order
correction. This operation consisted of a planar correction, i.e.
subtracting the planar deviation, identified as the least square
plane fitted to the original point cloud, from the raw acquisi-
tion. After that, the two measurands were extracted by fitting
the points corresponding to the circles of interest (see Fig. 5)
using the software MountainsMap R© (Digital Surf, Besanc¸on,
France). Each acquisition was repeated three times in order to











Fig. 5. (a) 3D acquisition of top side of a micro moulded part. (b) Interpolated
circle and ODt measurement.
Cavities of both IM and µIM moulds were measured with an
optical microscope featuring 2.6 µm lateral resolution (Infinity
X-32, DeltaPix, Smørum, Denmark). ODt was measured on the
mould cavities, while IDb on the pins. By doing this, the mould
geometries were calibrated and a reference for the replication
was obtained. The effect of any difference among the four mas-
ter dimensions was thus eliminated from the process analysis.
An uncertainty evaluation was performed to evaluate the qual-
ity of dimensional measurements carried out on the moulded
parts. ISO 15530-3 [11] was used for calculating the expanded
uncertainty U of ODt and IDb measurements. This uncertainty
evaluation technique is based on the substitution method, which
allows to estimate the error of the measuring instrument by re-
peated measurements on a calibrated artefact that is similar to
the actual measurand. For this specific task, a 1 mm calibrated
circle was used. In total, five uncertainty contributions were
taken into account: ucal, as declared on the calibration certifi-
cate of the artefact; up, uncertainty of the measurement proce-
dure calculated as standard deviation of ten repeated diameter
measurements of the calibrated circle; uw, introduced by ma-
terial and manufacturing variations of the moulded parts; ub,
related to the systematic error of the measurement process; and
ures, calculated considering the microscope digital resolution.







where D is the vector collecting measurement values related to
the three repeated acquisitions for one of the two measurands.
The expanded uncertainty U was obtained by combining the
aforementioned contributions according to the law of propaga-
tion of uncertainty:
U = k ×
√
ucal2 + up2 + uw2 + ub2 + ures2 (2)
where a coverage factor k equal to 2 was selected in order to ap-
ply a 95 % confidence level. Table 2 and 3 show the uncertainty
budgets for IM and µIM parts respectively.
3. Results
The uncertainty budgets provided a first notable result re-
garding the quality of the measurements. For IM parts, U was
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the purchase of a dedicated µIM machine is not justified. When
adopting this solution, large sprues are needed to achieve the
minimum necessary shot weight for a conventional machine.
This can lead to feed systems that account for 90 % of the in-
jected plastic volume [4].
Although the differences between IM and µIM in terms of pro-
cess capabilities are well known, few studies report an actual
comparison based on quantitative dimensional data. Giboz et
al. [7] investigated morphological differences between high-
density polyethylene (HDPE) macro and micro moulded parts.
They observed that the size of crystalline entities, and con-
sequently the product performances, was strongly influenced
by the dimensional scale of the moulded component. Liu
et al. [8] focused on morphology of isotactic polypropylene
(iPP) moulded in macro and micro rectangular parts, discov-
ering that µIM provided a higher degree of cristallinity than
IM. Sortino et al. [9] evaluated different moulding technolo-
gies when replicating optical micro structures in poly(methyl
methacrylate) (PMMA). They showed that the addition of a
compression phase proved essential in enhancing the replica-
tion performance of the moulding process. All the experiments
were performed using the same conventional injection mould-
ing machine.
No studies whose focus is the direct comparison between IM
and µIM in terms of replication precision and accuracy were
found. This paper presents a comprehensive investigation of
the two technologies based on process replication capabilities.
The same micro plastic component was moulded using both an
IM and a µIM machine and the produced parts measured using
a precision scale and a state-of-the-art focus variation micro-
scope.
2. Materials and methods
2.1. Case study
The investigated micro part was a thermoplastic elastomer
(TPE) component used in medical applications. TPE was se-
lected since it provided the desired softness combined with a
level of mouldability that enabled an effective and repeatable
miniaturized replication process [10]. Fig. 1 shows the geom-
etry of the micro part, which is cylindrical and has a through
hole generated by a pin coaxial to the cavity. Two diameters
are indicated: outer top diameter (ODt) and inner bottom di-
ameter (IDb). These diameters are crucial to part functionality
and are the geometrical outputs which this study focused on.
The selected component well represents the class of cylindrical
micro plastic part having a through hole. Moreover, by mea-
suring an outer and an inner diameter, geometries generated by
replication of cavities and pins were both investigated. The dis-
tinction between these two types of features is important: if, on
one hand, the polymer is free to shrink in correspondence with
outer diameters, on the other, the presence of the pin impedes
the material to freely shrink for inner diameters, thus creating
a constrained shrinkage phenomenon and influencing the final
shape of the component. Being the dimensional tolerance spec-
ified as ±50 µm for both ODt and IDb and the nominal part
mass equal to 20 mg, the component is indeed a micro plastic
part according to the aforementioned definitions.
The polymer used for both IM and µIM experiments was a
Table 1. Process parameters used for IM and µIM.
Process parameter IM µIM
Injection speed/(mm/s) 40 160
Holding pressure/bar 350 350
Melt temperature/◦C 220 220
Mould temperature/◦C 40 40
Cycle time/s 17 8
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Fig. 1. Measured geometries of the micro component and their nominal dimen-
sions in mm.
2.2. Conventional injection moulding set-up
Conventional injection moulding experiments were per-
formed using an Arburg Allrounder 270 U machine having a
18 mm diameter reciprocating screw and a maximum clamp-
ing force of 400 kN. A two-plate mould with four cavities was
used as master for replication (see Fig. 2). The volume of the
feed system was equal to 980 mm3, accounting for the 92 % of
the total amount of injected polymer. The usage of pin gates
allowed to achieve automatic detachment of the parts from the
feed system. The optimized process parameters for IM are in-
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Fig. 2. (a) 3D view of the feed system used with the IM machine. (b) Lateral
view of the feed system. Injection direction is left to right.
2.3. Micro-injection moulding set-up
Micro-injection moulding experiments were carried out with
a state-of-the-art Wittmann-Battenfeld MicroPower 15 µIM
machine. Such machine has a 14 mm plasticisation screw and a
5 mm injection plunger. The maximum clamping force is equal
to 150 kN. A different two-plate mould with four cavities was
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tolerances. In particular, Cp is an indicator of the pure repeata-
bility of the process with respect to the specification interval.
The higher it is, the more repeatable is the process. On the
other hand, Cpk provides also information on the capability of
the process to meet the design target. Being the target set as
the perfect replication of the master geometries in this study,
Cpk was a direct indicator of the replication fidelity. Therefore,
by taking into account these two variables, IM and µIM were
compared in terms of both precision and accuracy. Typically,
Cp and Cpk values larger than 1.33, which represents a process
able to operate on a four sigma level [12], are defined as satis-
factory for manufacturing standards.
USL and LSL were set for ∆IDb by considering 0 % of linear
shrinkage as target, i.e. the case of perfect replication of the
mould geometries. In fact, one of the objectives of the study
was to determine which of the two processes allowed to achieve
a better replication. By applying the interval indentified by the
50 µm tolerance, USL and LSL were equal to -1.56 % and
1.56 % respectively. Fig. 8 shows the distribution of measured
∆IDb with respect to specification limits. Firstly, it is possible
to observe that µIM allowed to achieve a more precise produc-
tion batch, being the data less disperse than for IM. All the parts
moulded with µIM provided ∆IDb values falling inside the spec-
ification range, proving that the process was indeed able to meet
the requirements. On the other hand, the IM batch was made of
parts that all fell outside the lower specification limit, proving
to be worse than the other technological solution also in terms
of process accuracy. In particular, the replication level was not
enough, in this case, for meeting the requirements of the mi-
cro production. The comparison of Cp and Cpk (see Table 4
and Table 5) confirmed the observations. Both the processes al-
lowed to achieve a Cp value larger than 1.33, demonstrating an
acceptable precision performance. However, µIM, being char-
acterized by a Cp of 5.06, proved to be much more repeatable
than IM, which provided a value of 2.11. As for the accuracy
with respect to the target of perfect replication, the compari-
son of Cpk clearly showed that µIM performed better than IM,
demonstrating that the adoption of micro technology resulted in
an enhanced replication of the mould geometries.




















Fig. 8. ∆IDb absolute frequency distribution for IM (light blue) and µIM (red).
LSL and USL are indicated by the vertical dashed lines.
3.3. ODt measurements
Fig. 9 reports the results of ODt measurements. As for IDb,
µIM generally resulted in a better replication. However, this
conclusion is not as straightforward as with the other measur-
and: for both processes, a certain discrepancy between the dif-










ferent cavities was present. In particular, cavities 1 and 3 of
IM were replicated with a level comparable to the µIM pro-
duction, while cavity 2 and 4 resulted in a lower replication
performance, proving the presence of cavity unbalance. µIM
also provided results that varied with the cavity number, even
though less than the other process.
When comparing the replication level of the two measurement
outputs, it is possible to note that the benefit introduced by us-
ing a micro-injection moulding machine was more pronounced
for IDb. In fact, for ODt, there was not the substantial improve-
ment in terms of replication observed for IDb when using µIM
instead of IM. Therefore, it can be concluded that the usage of
a µIM machine was more beneficial for IDb than for ODt. Such
a difference might be caused by the fact that IDb was obtained
by replicating an internal geometry (i.e. the pin), while ODt by
replicating an outer geometry (i.e. the external cavity). There-
fore, the polymer was free to shrink on ODt, but it was not for
IDb, since the presence of the pin did not allow a free deforma-
tion of the injected polymer part. Such a constrained shrinkage
typically generates a concentration of residual stresses on in-
ternal geometries (e.g. holes) that enhances the shrinkage of
the moulded part once it is ejected from the mould [10]. Being
the shrinkage amount of IDb substantially decreased when ap-
plying µIM, it may be possible that the use of µIM instead of











































Fig. 9. ∆ODt results for IM (light blue) and µIM (red). The interval bars indicate
the 95 % confidence intervals for the mean.
The process capability indexes Cp and Cpk were used to
compare the two processes with respect to ODt also. As in the
previous case, 0 % of shrinkage was taken as target and LSL and
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Table 2. Uncertainty contributions for IM parts. Results are averaged for the
four cavities.
Uncertainty contributions IDb ODt
ucal/µm 0.50 0.50




U/µm (k = 2) 1.8 1.6
Table 3. Uncertainty contributions for µIM parts. Results are averaged for the
four cavities.






U/µm (k = 2) 1.6 2.2
1.8 µm and 1.6 µm for IDb and ODt respectively, and thus an
uncertainty-tolerance ratio U/T of circa 4 % was achieved. The
same was observed for the parts manufactured by µIM. Such
a low U/T value confirmed that the measurement method was
suitable for the task.
In this study, the replication fidelity was evaluated with the term





where Dpolymer is a generic diameter measured on the parts and
Dmould is the correspondent geometry measured on the mould.
This variable is normalized with respect to the mould dimen-
sions and therefore allowed to get rid of the influence of any
deviation between different cavities when comparing the two
processes.
In the next paragraph, a first investigation based on mass mea-
surements is presented. In the following ones, the replication
capabilities of IM and µIM are discussed based on IDb and
ODt measurements.
3.1. Mass measurements
Fig. 6 reports the mass measurement results. Considering
process repeatability, both the moulding technologies provided
comparable results, since standard deviations close to 1 % of
the average value were observed in all cases. The cavity balance
was better for the parts moulded with µIM, being results of cav-
ity 1, 2, 3 and 4 on the same level. Parts moulded with IM, on
the other hand, showed a larger dispersion with respect to cavity
number, being the mass of cavity 1 not congruent with that of
cavity 2 and 3. This finding could be directly correlated to the
smaller injected volume and thus more homogeneous polymer
melt provided by the µIM machine. However, being the exact
volume of the four cavities unknown, this unbalance could have









































Fig. 6. Mass measurements results for IM (light blue) and µIM (red). The
interval bars indicate the standard deviations of the ten measured parts.
3.2. IDb measurements
Fig. 7 shows the results related to IDb measurements. In
general, µIM allowed to achieve a better replication than IM. In
fact, ∆IDb was always closer to zero and therefore the produced
parts were more similar to mould dimensions when using the
micro-scaled process. This was due to the fact that the filling
phase was more efficient in µIM as a result of the faster injec-
tion and that the holding phase was more effective due to faster
switch-over and smaller injection volume. Concerning cavity
balance, both the technologies resulted in an effective multi-
cavity replication process: the interval bars overlap for the four
cavities of IM and µIM. The achieved repeatability was also











































Fig. 7. ∆IDb results for IM (light blue) and µIM (red). The interval bars indicate
the 95 % confidence intervals for the mean.
When accuracy and precision of any process are considered,
capability indexes turn particularly useful, since they are sim-
ple statistics that reveal if the desired specifications are consis-
tently met [12]. In this investigation, since both repeatability
and accuracy of the two processes were considered, the param-
eters Cp and Cpk were calculated for both IM and µIM and then
compared. The two are defined as:









where USL and LSL are the upper and lower specification lim-
its respectively, µ is the data average and σ is the standard devi-
ation. Such indexes allow to evaluate both precision and accu-
racy of the results with respect to the imposed design target and
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tolerances. In particular, Cp is an indicator of the pure repeata-
bility of the process with respect to the specification interval.
The higher it is, the more repeatable is the process. On the
other hand, Cpk provides also information on the capability of
the process to meet the design target. Being the target set as
the perfect replication of the master geometries in this study,
Cpk was a direct indicator of the replication fidelity. Therefore,
by taking into account these two variables, IM and µIM were
compared in terms of both precision and accuracy. Typically,
Cp and Cpk values larger than 1.33, which represents a process
able to operate on a four sigma level [12], are defined as satis-
factory for manufacturing standards.
USL and LSL were set for ∆IDb by considering 0 % of linear
shrinkage as target, i.e. the case of perfect replication of the
mould geometries. In fact, one of the objectives of the study
was to determine which of the two processes allowed to achieve
a better replication. By applying the interval indentified by the
50 µm tolerance, USL and LSL were equal to -1.56 % and
1.56 % respectively. Fig. 8 shows the distribution of measured
∆IDb with respect to specification limits. Firstly, it is possible
to observe that µIM allowed to achieve a more precise produc-
tion batch, being the data less disperse than for IM. All the parts
moulded with µIM provided ∆IDb values falling inside the spec-
ification range, proving that the process was indeed able to meet
the requirements. On the other hand, the IM batch was made of
parts that all fell outside the lower specification limit, proving
to be worse than the other technological solution also in terms
of process accuracy. In particular, the replication level was not
enough, in this case, for meeting the requirements of the mi-
cro production. The comparison of Cp and Cpk (see Table 4
and Table 5) confirmed the observations. Both the processes al-
lowed to achieve a Cp value larger than 1.33, demonstrating an
acceptable precision performance. However, µIM, being char-
acterized by a Cp of 5.06, proved to be much more repeatable
than IM, which provided a value of 2.11. As for the accuracy
with respect to the target of perfect replication, the compari-
son of Cpk clearly showed that µIM performed better than IM,
demonstrating that the adoption of micro technology resulted in
an enhanced replication of the mould geometries.




















Fig. 8. ∆IDb absolute frequency distribution for IM (light blue) and µIM (red).
LSL and USL are indicated by the vertical dashed lines.
3.3. ODt measurements
Fig. 9 reports the results of ODt measurements. As for IDb,
µIM generally resulted in a better replication. However, this
conclusion is not as straightforward as with the other measur-
and: for both processes, a certain discrepancy between the dif-










ferent cavities was present. In particular, cavities 1 and 3 of
IM were replicated with a level comparable to the µIM pro-
duction, while cavity 2 and 4 resulted in a lower replication
performance, proving the presence of cavity unbalance. µIM
also provided results that varied with the cavity number, even
though less than the other process.
When comparing the replication level of the two measurement
outputs, it is possible to note that the benefit introduced by us-
ing a micro-injection moulding machine was more pronounced
for IDb. In fact, for ODt, there was not the substantial improve-
ment in terms of replication observed for IDb when using µIM
instead of IM. Therefore, it can be concluded that the usage of
a µIM machine was more beneficial for IDb than for ODt. Such
a difference might be caused by the fact that IDb was obtained
by replicating an internal geometry (i.e. the pin), while ODt by
replicating an outer geometry (i.e. the external cavity). There-
fore, the polymer was free to shrink on ODt, but it was not for
IDb, since the presence of the pin did not allow a free deforma-
tion of the injected polymer part. Such a constrained shrinkage
typically generates a concentration of residual stresses on in-
ternal geometries (e.g. holes) that enhances the shrinkage of
the moulded part once it is ejected from the mould [10]. Being
the shrinkage amount of IDb substantially decreased when ap-
plying µIM, it may be possible that the use of µIM instead of











































Fig. 9. ∆ODt results for IM (light blue) and µIM (red). The interval bars indicate
the 95 % confidence intervals for the mean.
The process capability indexes Cp and Cpk were used to
compare the two processes with respect to ODt also. As in the
previous case, 0 % of shrinkage was taken as target and LSL and
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Table 2. Uncertainty contributions for IM parts. Results are averaged for the
four cavities.
Uncertainty contributions IDb ODt
ucal/µm 0.50 0.50




U/µm (k = 2) 1.8 1.6
Table 3. Uncertainty contributions for µIM parts. Results are averaged for the
four cavities.






U/µm (k = 2) 1.6 2.2
1.8 µm and 1.6 µm for IDb and ODt respectively, and thus an
uncertainty-tolerance ratio U/T of circa 4 % was achieved. The
same was observed for the parts manufactured by µIM. Such
a low U/T value confirmed that the measurement method was
suitable for the task.
In this study, the replication fidelity was evaluated with the term





where Dpolymer is a generic diameter measured on the parts and
Dmould is the correspondent geometry measured on the mould.
This variable is normalized with respect to the mould dimen-
sions and therefore allowed to get rid of the influence of any
deviation between different cavities when comparing the two
processes.
In the next paragraph, a first investigation based on mass mea-
surements is presented. In the following ones, the replication
capabilities of IM and µIM are discussed based on IDb and
ODt measurements.
3.1. Mass measurements
Fig. 6 reports the mass measurement results. Considering
process repeatability, both the moulding technologies provided
comparable results, since standard deviations close to 1 % of
the average value were observed in all cases. The cavity balance
was better for the parts moulded with µIM, being results of cav-
ity 1, 2, 3 and 4 on the same level. Parts moulded with IM, on
the other hand, showed a larger dispersion with respect to cavity
number, being the mass of cavity 1 not congruent with that of
cavity 2 and 3. This finding could be directly correlated to the
smaller injected volume and thus more homogeneous polymer
melt provided by the µIM machine. However, being the exact
volume of the four cavities unknown, this unbalance could have









































Fig. 6. Mass measurements results for IM (light blue) and µIM (red). The
interval bars indicate the standard deviations of the ten measured parts.
3.2. IDb measurements
Fig. 7 shows the results related to IDb measurements. In
general, µIM allowed to achieve a better replication than IM. In
fact, ∆IDb was always closer to zero and therefore the produced
parts were more similar to mould dimensions when using the
micro-scaled process. This was due to the fact that the filling
phase was more efficient in µIM as a result of the faster injec-
tion and that the holding phase was more effective due to faster
switch-over and smaller injection volume. Concerning cavity
balance, both the technologies resulted in an effective multi-
cavity replication process: the interval bars overlap for the four
cavities of IM and µIM. The achieved repeatability was also











































Fig. 7. ∆IDb results for IM (light blue) and µIM (red). The interval bars indicate
the 95 % confidence intervals for the mean.
When accuracy and precision of any process are considered,
capability indexes turn particularly useful, since they are sim-
ple statistics that reveal if the desired specifications are consis-
tently met [12]. In this investigation, since both repeatability
and accuracy of the two processes were considered, the param-
eters Cp and Cpk were calculated for both IM and µIM and then
compared. The two are defined as:









where USL and LSL are the upper and lower specification lim-
its respectively, µ is the data average and σ is the standard devi-
ation. Such indexes allow to evaluate both precision and accu-
racy of the results with respect to the imposed design target and
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USL were consequently set to -1.51 % and 1.51 % respectively
in order to represent the desired specification range. Fig. 10
shows the experimental distributions of ODt when moulded
with µIM and IM. In this case, 40 % of the part moulded with
IM fell outside the specification range, confirming that a bet-
ter replication was achieved with respect to the other measur-
and. However, µIM once again led to a better replication of
the master geometry, being all ∆ODt of the parts moulded with
this process inside the range identified by LSL and USL. µIM
was also more precise than IM, being its distribution of results
narrower. These findings were mirrored by Cp and Cpk. In fact,
µIM provided a slightly higher Cp value (see Table 4), showing
that a higher process repeatability was achieved with respect
to this geometrical output. The micro-scaled technology also
resulted in a higher replication performance, as shown by the
larger Cpk (see Table 5). However, in this case, being Cp and
Cpk of the two produced batches closer than for IDb, the choice
of adopting µIM led to a smaller improvement.





















Fig. 10. ∆ODt absolute frequency distribution for IM (light blue) and µIM (red).
LSL and USL are indicated by the vertical dashed lines.
4. Conclusions
The research reported in the present paper compared IM and
µIM by analysing precision and accuracy, intended as the ca-
pability of meeting a perfect replication target, of the mould-
ing process when replicating the same geometry moulded with
a conventional and a micro-injection moulding machine. Two
different four-cavity moulds were employed in the investiga-
tion: a conventionally-sized mould equipped with four micro
cavities and a micro tool engineered specifically for a micro
moulding machine, also equipped with four micro cavities hav-
ing the same geometry as in the other mould. All cavities in
both moulds were calibrated with respect to the selected mea-
surands using a metrological approach. To the best knowledge
of the authors, this comparison if the first of its kind published
in literature.
The following conclusions are drawn from the study:
• The choice of adopting µIM instead of IM resulted in a
consistent reduction of material waste due to a smaller feed
system (155 mg against 873 mg). For such reason, and
for a considerable shortening of the cycle time, using µIM
instead of IM represented a valuable choice for the sake of
production cost minimization.
• As revealed by results of mass measurements, a better cav-
ity balance was achieved when using µIM. This improve-
ment was probably linked to the more precise dosing of
µIM and to the smaller amount of injected polymer.
• For the inner diameter IDb, µIM provided a relevant im-
provement in terms of master replication and more accu-
rate and precise results, as indicated by much higher Cp
and Cpk values.
• For the outer diameter ODt, µIM provided an improve-
ment in terms of precision and accuracy of the moulded
parts.
• The choice of using µIM rather than IM proved to be ben-
eficial with respect to both inner and outer diameter. How-
ever, a bigger improvement was observed for IDb. This
could be caused by the fact that adopting µIM helped re-
ducing the residual stresses generated as a consequence of
the constrained shrinkage of the inner part of the moulded
component.
Future work will be dedicated to a more comprehensive metro-
logical analysis of the parts moulded with IM and µIM and to
the quantification of the residual stresses induced by the two
processes.
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